


KBW BannerFlex D3 Arm Casting (continued)
Feature

4-Degree Cantilevered Casting
 (Top arm is canted up,
  bottom arm is canted down)

Eyelet Included in Casting

KBW BannerFlex Standard 13/16" Round Fiberglass Arm
Feature

Pultruded Fiberglass Arm

KBW BannerFlex Premium 3/4" Airow Fiberglass Arm
Feature

Eccentrically Milled, Pultruded
Fiberglass Arm with UV Coating

    (Airow arm available for 24" to 30"
     banner widths only

Features and Bene�ts
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Bene�t

Wind energy is transferred from banner to �berglass
arm

Keeps banner trim and in tension

Promotes banner longevity

Allows for cable ties to be utilized through both the
banner grommet and casting to secure banner

Added security from loss or theft

Bene�t

Provides �exibility while maintaining strength

Absorbs wind energy to reduce stress on banner
and light pole

Inherent �exibility of the arm allows for return of
banner to original taut position once wind subsides

Increases banner longevity

Bene�t

Specially designed taper of �berglass rod increases
�exibility over standard rods by up to 50%

Dissipates more wind energy to reduce stress on
banner and light pole

Inherent �exibility of the arm allows for return of
arm and banner to original taut position once wind
subsides

Increases banner longevity

Increases �exibility while maintaining strength

Perfect for high wind areas and when extra wind
load reduction is required

KBW BannerFlex® D3 Bracket


